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42 HINGE ~ SEE DETAIL "D", NOTES
36" @ / NOTE 6 . . ) B .
1. Junction boxes type 7 and type 8 are identical except for the addition of locking bolts
1/8" GAP BETWEEN LIDS on the type 8.

2. All box dimensions are approximate. Exact configurations vary among manufacturers.

DIAMOND PATTERN 3. All lid thicknesses are minimum. The diamond pattern shall be 3/32" minimum thick.

‘ / ~ SEE NOTE 3
3 . - 4. Lid support members shall be 3/16" min. thick steel C, L, or T shape, welded to the
******* H""* *H* o frame. Exact configurations vary among manufacturers.
,,,,,,,,,,,,,,,,,,,,,, |
> 5 i 5. A 1/4-20NC x 3/4" S.S. ground stud shall be welded to the bottom of each lid; include
2 | a S.S. nut and flat washer.
< GROUND STUD (TYP.) ‘ 3
z === | x 6. The hinges shall allow the lids to open 180°.
@ Q@ ) SEE NOTE 9 N\ == i g _ . .
8l 5 ¥ g & & [ = COMM Q::i: R é 7. Bolts and nuts shall be liberally coated with anti-seize compound.
E ! ﬁ J 8. Connect an equipment bonding jumper to steel conduit bushing for GRS conduit;
s ggg'ﬂg?EB?'—T ~ ! o connect to equipment grounding conductor for PVC conduit. As an alternative to the
w ! 7 ground stud connection, the equipment bonding jumper shall be attached to the front
8 = | ™ face of the hinge pocket with a 5/16-20NC x 3/4" S.S. bolt, nut, and flat washer.
=z g ! Equipment Bonding Jumper shall be #8 min. x 4' of tinned braided copper.
|
Lj} 4} 9. The System Identification letters shall be 1/8" line thickness formed by engraving,
N stamping, or with a S.S. weld bead. Grind off diamond pattern before forming letters.
! ° o See System ldentification Detail.
. r:g 10. See the Standard Specifications for alternative reinforcement and class of concrete.
19" 19" - 11. Capacity ~ conduit diameter = 24"
1" 4 STUDS EVENLY SPACED
(TYP.)
TOP VIEW
USE LOCKING BOLTS ONLY FOR TYPE 8
SEE DETAIL "A"
GROUND STUD (TYP) SEE LOCKING BOLT DETAIL "B" <®> Equipment grounding conductor
~ OMIT FOR TYPE 7 )
¢ / LID ROADWAY SURFACE @ Copper split bolt clamp
= A f @ Equipment bonding jumper ~ see note 8
= |
= I i[5 | T HEX COUPLING NUT ;
‘I LIFT HOLE ~ é "~ (TYP.) ~ SEE DETAIL "A" <@ Foundation
& O,f 1" ~ 2" DIAM :
o IS . © ) WELDED WIRE REINFORCEMENT
" {;\D O IR % = (vwv:) ;i:-wz.gxm.g (6 GAGE) ~ SEE NOTE 10
3| ! - .
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+—{ 318 el JYP ALTERNATE LOCATION FOR ATTACHMENT
! OF EQUIPMENT BONDING JUMPER
CRAME LID SUPPORT ~ 3/16" MIN. THICK ~ SEE NOTE 8 SYSTEM IDENTIFICATION
L 13/4" x 1/2" x 3/16" : DETAIL
‘ 118
‘ = 1" (TYP))
~ 1" (TYP.
//j i pivd (P o
TYP. 3/16 ° i i |TS
[y
FRAME STUD ~ 3/8" DIAM. x 3" g GROUND STUD WITH NUT INTELLIGENT TRANSPORTATION
~ 11916 (TYP.) ~ SEE NOTE 5
HEX COUPLING NUT ~ S.S. 5/16-NC x 7/8" ~
WITH S.S. 5/16-NC x 3/4" BOLT (TYP.) /‘ &) COMM
Wat SNAP RING COMMUNICATION SYSTEM
WWR ~ TIED IN 2 PLACES 0 ”
TO FRAME STUD (TYP.) EQUIPMENT BONDING JUMPER 'G LT
~ SEENOTE 8 - @ LIGHTING SYSTEM
A TS
DETAIL "D"
HINGE TRAFFIC SIGNAL SYSTEM
DETAIL "A"
TEL
TELEPHONE SYSTEM
5/8" DIAM. WITH 1 1/2" DIAM.

x 1/4" DEEP COUNTERSINK BOLT PLATE ~ 2" x 2" x 3/16'
) ~ 2y My "
WASHER ~ §.8. 1 7/16 WITH 1 1/2" DIAM. HOLE

O.D. x 1/2" I.D. x 1/8" WELD TO THE LID SUPPORT HEX HEAD BOLT ~
D _‘ S.8. 172" x 1 1/2"

EDGE OF LID \
— LID SUPPORT
LID SUPPORT
~ SEE NOTE 4 i e .
i FRAME ~
:(2 N 1// L13/4" x 1/2" x 3/16"
NUT ~ S.S. 1/2" DIAM. WELDED TO THE PLATE OR GALVANIZED ®
NUT WITH KEEPER SPRING 1/2" DIAM. WITHOUT WELD.
BOLT DOWN ATTACHMENT CONFIGURATIONS N
VARY AMONG MANUFACTURERS TYP 3/16 [\
DETAIL "B"
LOCKING BOLT VIEW e
OMIT FOR TYPE 7
HANDLE ~ BENT 1/2" STEEL
‘ / ROD, LEVEL WITH LID . 5 HANDLE STOP ~ [EXPIRES AUGUST 9, 2007]
6llx3"x1/ L] ’
[ | | 1l 4 | h
HOLE ~ 3/4" DIAM.
TYP o L (TYP) STANDARD DUTY JUNCTION
14 14 f BOX TYPES 7 & 8
L1
/ STANDARD PLAN J-11c
1" x 1" x 1/4" (TYP.) HANDLE TOP VIEW SHEET 2 OF 2 SHEETS
APPROVED FOR PUBLICATION
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